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GA. STP-M002-00 (113) 51 80
STAGE 1
VARIES VARIES . VARIES VARIES VARES VARIES

(24’-0" NORMAL)

(10’-0" NORMAL)

(10°-0" NORMAL) (24'-0" NORMAL)

RAISED MEDIAN, CURB AND

GUTTER TO BE REMOVED

OR MILLED AS NECESSARY

(INCL. ON APPROACH SLABS)
““““““““““““““ .

APPL IES TO MED IAN:

APPL IES TO ROADWAY:

REQUIRED PAVEMENT

@ 80 LBS/SY RECYCLED ASPH CONC LEVELING,
440 LBS/SY RECYCLED ASPH CONC 25 mm SUPERPAVE, GP | OR 2 ,
© GRADED AGGREGATE BASE, [2"

O VARIABLE DEPTH MILLING

STA.
STA.

STA.
STA.

BRIDGE 1

87/+00 TO STA. 89+23. 07/
98+00 TO STA. 98+77

8/+00 TO STA. 89+23. 07
96+/72 TO STA. 100+00

INCL BITUM & H LIME- AS NEEDED

INCL BITUM (SUPERPAVE LEVEL B)

STAGE |/

REMOVE EXISTING MEDIAN BETWEEN STA. 87+00 AND
STA. 89+23. 07 AND STA. 98+00 AND STA. 98+77. MILL
EXISTING ROADWAY AN AVERAGE DEPTH OF 3".
RECONSTRUCT REMOVED MEDIAN AREA WITH SHOWN
PAVEMENT SECT/ION. LAY A 80 LB/SY LEVELING SURFACE
ON ROADWAY ALONG WITH PLACING TEMPORARY

STAGE | PAVEMENT MARKING.

STAGE 2

LAY A 80 LB/SY LEVELING SURFACE ON ROADWAY ALONG |
WITH PLACING TEMPORARY STAGE 2 PAVEMENT MARKING.

STAGE 2
- VARIES VARIES VARIES VARIES
(34’-0" NORMAL) (34’-0" NORMAL)
o BRIDGE 1 o
APPLIES TO STA. 8/7+00 TO STA. 89+23. 07
STA. 98+00 TO STA. 99+75

REQUIRED PAVEMENT

@ 80 LBS/SY RECYCLED ASPH CONC LEVELING, [NCL BITUM & H LIME- AS NEEDED
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